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"D” Denotes outside
Diameter of pipe

|

D/4 but
not less than 6"

m Compa
U 0.5D Coarse
MnDOT

|

"D” Denotes outside

Compacted Backfill

Concrete
LOAD FACTOR 2.3

CLASS A

Concrete backfill to 0.5
of outside diameter with
shaped bedding.

cted Backfill

filter aggregate
3149H Mod.

LOAD FACTOR 1.9
CLASS B

D+12" Min. | Diameter of pipe
Hand shaped from angular
L bedding material
6” )
\ 4§§§§§> Compacted Backfill
LOAD FACTOR 1.5
—=|0.5Dl=— | "D” Denotes outside _
D+12" Min. Diameter of pipe CLASS C—1
= Hand shaped from firm
undisturbed soil
6” )
@ Compacted Backfill
D/4 but I,8_5/D| ‘Coorse Filter Aggregate
not less than 6" MnDOT 3149H Mod.
LOAD FACTOR 1.5
"D” Denotes outside CLASS C—2
D+12” Min Diameter of pipe
. : Hand shaped from Angular
Bedding Material
J
N\ N /7 ——\
STANDARD DETAILS Last Revision:
FEB 2017
BEDDING METHODS
— @
L FOR RCP AND DIP )y Pote N>
- FARMINGTON, MINNESOTA ||BER-02
’ ) 2017 )

K:\STANDARDS\STANDARD PLATES\2017 STANDARD DETAILS\



